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FAST CLIMATIC CHAMBER
5 °C/min

(-40°C...+ 180 "C)

KK-340 CHLTF
KK-500 CHLTF
KK-1000 CHLT F

Temperature and relative humidity controlled test polygon
Material temperature & Rh resistance and product testing
« Maintaining superior temperature & Rh stability

« Sample conditioning prior to other tests

s Dataloggers and sensors calibration

« World class metrology performance

+ Accelerated ageing

« Stresstests
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Controller functions:

Single step with timer or endless

Count down
toleraces

Timer or endless

CRU - Controlled ramp up
CRD - Controlled ramp down

|-
10 20 30 40 50 60 70 80 90 100
Rh [%]

%~ |deal range

A - Standard range
B - Extended humidity range cRUT oRu2 oRo

x°C/min x*C/min x°C/min

Cycling Defined delayed start

»

\‘,—J\

t Defined start@
1st 2nd delay 21. March
cycle repeat cycle repeat 07:00

Multi steps and timers Auto recovery after power cut-out

tset=t1+t2

Power outage  Power return
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KK-340 CHLT F

External dimensions
(WxHxD) in mm
Internal dimensions
(WxHxD) in mm
Volume (L) ~ 340 ~/500
Temperature range (°C) -40 ...+ 180 -40...4180

Heat up rate (°C/min) 5 5
EN 60068-3-5

Cool down rate (°C/min) 5 5
EN 60068-3-5

Temperature display resolution
(C)
Temperature set resolution (°C) 0.1 0.1

+0,7°C@-40°C +0,5°C@ -40°C

Temperature stability (°C) +0,3°C @ + 50 °C 50 % Rh +0,37C @+ 50 °C50 % Rh
+0,5°C @ +180°C +05°C @+ 180°C

835 x 1895 x 1115 1035 x 1900 x/'1320

670 x 870 x 685 870 x/870/x'800

0.1 0.1

+15°C@-40°C +15°C@~-40°C

Temperature uniformity (°C) +1,0 °C @ + 50 °C 50 %'Rh #11,0°C @+ 50°C 50% Rh
+35°C @ + 180 °C +3,0°C @+ 180°C

Relative humidity range (%) 10...98 10...98
Relative humidity display
resolution (%)

Relative humidity set resolution
(%)

01 0.1

1 1

- o0 ™ £1°%/@ +50°C 50 % Rh £1% @ +50°C 50% Rh
Relative humidity stability (%) 519 @ +80°C 90% Rh %1% @+ 90°C 90 % Rh

Temperature control PID 5)

: — Bew point humidity control / Dew point humidity eontrol-/
Relative humidity control dry airpurge for extended dry air purge-for extended

Power supply 3x400 V- 50/60 Hz 3x400 V 50/60 Hz
Wattage (W) 9500 12000
RS 232 RS 232

Interface (USB and Ethernet as (USB and Ethernet as
accessory) accessory)

Shelve 1 (max 6) 1 (max 6)
Shelve capacity (kg) 25 50

Max capacity (kg) 100 150
@ A0 standard, @ 40 standard,
Access port (mm) (950,90 as'accessory) (2 50,9 90 as accessory)

Noise (dBA) @ 1 m distance ~ 66 ~ 68
Weight (kg) 1/ ~510
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External dimensions
(WxHxD) in mm

1235 x 1917 x 1595

Internal dimensions
(WxHxD) in mm

1070 x 1070 x 1000

Volume (L)

~ 1000

Temperature range (°C)

-40 ... +180

Heat up rate (°C/min)
EN 60068-3-5

5

Cool down rate (°C/min)
EN 60068-3-5

5

Temperature display resolution (°C)

0.1

Temperature set resolution (°C)

0.1

Temperature stability (°C)

+0,5°C @=40°C
+0,3 °C @+50 °C 50/% Rh
+05°C @+ 180°C

Temperature uniformity (°C)

+1,5°C @ -40°C
£1,0°C @ 450 C 50 % RN
+3/0°C/@ +180C

Relative humidity range (%)

107198

Relative humidity display resolution (%)

0.1

Relative humidity set resolution (%)

1

Relative - humidity stability (%)

1% @+ 50°C 50 % Rh
1% @ +90 °C90 % Rh

Temperature control

PI1D

Relative humidity control

Dew'point humidity control / dry air purge for
extended

Power supply

3x400-V 50/60 Hz

Wattage (W)

15000

Interface

RS/232
(USB and Ethernet as accessory)

Shelve

1 (max 6)

Shelve capacity (kg)

50

Max capacity (kg)

200

Access port (mm)

@/40/standard,
(@ 50, @90 as accessory)

Noise (dBA) @1 m distance

~70

Weight (kg)

~ 625



http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

Ordering information and accessories:

Description

Climatic chamber KK-340 CHLT F

Climatic chamber KK-500 CHLT F

Climatic chamber KK-1000 CHLT F

Shelve wire KK-340 CHLT F

Shelve wire KK-500 CHLT F

Shelve wire KK-1000 CHLT F

Shelve perforated KK-340 CHLT F

Shelve perforated KK-500 CHLT F

Shelve perforated KK-1000 CHLT F

Access Port w. Plug @ 40 mm right

Access Port w. Plug @ 50 mm right

Access Port w. Plug @ 90 mm right

Observation window with illumination 370x420mm

Automatic water feeding

Extended Rh range via dry air purge

USB interface

Ethernet interface

KK-Tool (Software Monitoring & History)

Password protection

Evaluation report
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SHIPPING

W 1100 mm; PRODUCT MODEL
H 2100 mm DIMENSIONAL KK-340 CHLT F
D 1450 mm | DRAWING CLIMATIC CHAMBER

e ]

Il

TR AR
A
R

I

Ao
QDD DB DIOBCDIBHCDHON
U
QmmeEoIOCICIBOOADILOARG
DI

AT
ODIDDRODIDDECDARDI N
DITCDITCDICDITOICOMTN
IOC0ICDITDICDIDICORT
DITDIODIODICO IO
O00ICMC0IOMCOIODICOMDICOMDIQORIIKG

(000 0TDGAODIAORO IR DITDACDONIOSERGL0

IIIIIlﬂIUUIlﬂIUIIIlIUIII]IIUIIﬂIIIUUIWIHNﬂ
L
HEDBEO OO MO O MOO DA AR
TR BB OLID DL AN
TDHEICO MBI MBIECDMECEIOCETAAMAMA
TOHBOHOIEO MO MOMOEIOTA AN
TICOHBIGOHBICOMBIECDLECEIOCATAAMAMA
IlIHUIlﬂIUUIlIlI]UIIIlIl]UIII]IIUIIﬂIIIIIIlIIIIl
THGDHA0t0A0IG DO GERUAOPIODANN

PRODUCT

MODEL

DIMENSIONAL
DRAWING

CLIMATIC CHAMBER

KK-500 CHLT F



http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

Cal Power

Via Acquanera, 29

22100 COMO

tel. 031.526.566 (ra.) fax 031.507.984
info@calpower.it

www.calpower.it

DD 518538 50 538630 6 S S 6
(OO0 OMPRRIRIPH AT RR
T
T
T
T
T
LKA
HOHDIONOMINTRIRH AT R
e BT

* we reserve the right to madifications

IOIOIION 0N ORI 0 TOIEO O

OO0t o It O
OO GR T TR I
e
[OIOTIONIBIRGRI I
IDIDTIONIBIRRRI NI
it
IDIODTIONIBIRRRI I
TOIOOTION GO GORY TR BRI

DIMENSIONAL
DRAWING

OVVDLTDITOY 53803068 69510 GO O
MM OO0 OO0
ORI OO0 IO AR
NOHMI OO0 NN Or AR
AOHMI OO0 OOl R
DM OO 030NN R
DM OO0 OO Y
AOHMI D OO0 OO
OB IO 03NN R
UNUDNTRN0G1 3 ESHEHL O A RSN o Y

PRODUCT



http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

